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BALLISTIC HOLLOW POINT SERIES

BALLISTIC SERIES

SDHP LIC License Plate Kit  -  .42 Sq Ft Total

• (1pc)  4" x 12" Material & (1pc) 2" x 6"
• 1.8mm Thickness;  0.68 Mass Per Ft2

• Aluminum Finish With Black Logo

SDHP DK Door Kit  -  12 Sq Ft Total

• (6pcs)  12" x 24" Material
• 1.8mm Thickness;  0.68 Mass Per Ft2

• Aluminum Finish With Black Logo

SDHP BK Bulk Kit  -  36 Sq Ft Total

• (9pcs)  18" x 32" Material
• 1.8mm Thickness;  0.68 Mass Per Ft2

• Aluminum Finish With Black Logo

SSSK Speaker Kit  -  1.38 Sq Ft Total

• (2pcs)  10" x 10" Material
• 2.2mm Thickness;  0.72 Mass Per Ft2

• New Jet Black Finish With Silver Logo

SSWEDGE Wedge Kit  -  4 Sq Ft Total

• (1pc)  18" x 32" Material
• 2.2mm Thickness;  0.72 Mass Per Ft2

• New Jet Black Finish With Silver Logo

SSDK Door Kit  -  12 Sq Ft Total

• (4pcs)  12" x 36" Material
• 2.2mm Thickness;  0.72 Mass Per Ft2

• New Jet Black Finish With Silver Logo

SSTKT Trunk Kit  -  20 Sq Ft Total

• (12pcs)  15" x 16" Material
• 2.2mm Thickness;  0.72 Mass Per Ft2

• New Jet Black Finish With Silver Logo

SSBK Bulk Kit  -  36 Sq Ft Total

• (9pcs)  18" x 32" Material
• 2.2mm Thickness;  0.72 Mass Per Ft2

• New Jet Black Finish With Silver Logo

ACCESSORIES

SSRLRS 1.25" Polyurethane Roller 

SSRLRL 2.00" Polyurethane Roller 

• Proprietary Butyl Rubber Composite

• Aluminum Constraining Layer

• Perma-Stik Humidity & Temperature Resistant Adhesive

• Lightweight Construction, Incredible Performance
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BALLISTIC SUPRESSOR FOAM LINER / CARPET PAD

SSCP125 1/8" Thick  -  12 Sq Ft Total

• (1pcs)  32" x 54" Material
• 0.125" Thickness
• Perma-Stik Humidity & Temperature Resistant Adhesive

SSCP05 1/2" Thick  -  12 Sq Ft Total

• (1pcs)  32" x 54" Material
• 0.50" Thickness
• Perma-Stik Humidity & Temperature Resistant Adhesive

BALLISTIC HOOD ARMOR

SSHL075 3/4" Thick  -  12 Sq Ft Total

• (1pcs)  32" x 54" Material
• 0.75" Thickness
• Perma-Stik Humidity & Temperature Resistant Adhesive

QUILTED SOUND PROOFING

SSQLT 1/2" Thick  -  15 Sq Ft Total

• (1pcs)  36" x 60" Material
• 0.5" Thickness
• High Strength Adhesive Backing
• Lightweight Material

TRI LAYER SOUND DAMPING MATERIAL

SSTRL .18" Thick  -  12 Sq Ft Total

• (6pcs)  18" x 16" Material
• 0.5" Thickness (.12" Foam, .0039" Foil)
• Rated For Extreme Working Temperatures
• Reduces Heat, Sound and Vibration


